
Industrial Interface

ALPHACallisto



Start up

Make an inventory of the parts and read carefully the present document

Collect and prepare the information needed to configure the system

Install the ALPHANet PRO software

Install the ALPHACallisto Supervisor software

Make the hardware cabling and configuration for each module

Install the USB driver

Create, edit and download messages & variables into the sign with the
ALPHANet PRO software

Configure and download all parameters to the master module with the
ALPHACallisto Supervisor sofware
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Starting with an ALPHACallisto system requires to process precisely to the following eigth (8) steps:



Installation



Introduction

An ALPHACallisto system consists of a set of industrial modules allowing to connect the !ŘŀǇǘƛǾŜΩǎ
ALPHA® family signs to several kind of input and output modules from the industry world.

Whatever the module used, the operating mode is always based on message triggering, variable update
and special commands execution.

The numerous features & functions provided by this new product are regrouped in four categories:
× Features & functions in relation with discrete inputs (DI) processing,
× Features & functions in relation with analog inputs (AI) processing,
× Feature & functions linked to industrial network (IN) connections,
× Feature & functions linked to the embedded calendar and real time clock (CPU).

An ALPHACallisto system is at least built on a master module and on a maximum of fifteen slave
modules.
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Introduction

The ǎȅǎǘŜƳΩǎconfiguration and settings are completely done with the ALPHACallisto Supervisor software
which owns a simple and a freindly user interface.

× Operating systems W2K, Windows XP or Vista
× Connection between the PC and the master module through USB
× Require the framework .Net 2.0 to be installed



Introduction

The creation, the editing and the download of Messages & Variables into the sign must be performed 
with the ALPHANet PRO software.

× Operating systems W2K, Windows XP or Vista
× Direct connection either between the PC and the sign or via the module using the pass-through 

mode


