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7.9.4  Modés disponibles sur les afficheurs
Tableau 67: Modes disponibles sur les afficheurs
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NOTES:
L Si le mode Glissant est sélectionne soit pour les modeles 220C ou 420C, le mode Cycle Couleur sera utiliséa la place. Idem pour le mode Aerographe.
pour le modele 420C uniquement. (“C” = LEDs tricouleur).
2 Ceci inclut les modeles 215R et 215C. (“C” = LEDs tricouleur, “R” = LEDs rouge).
3 Ceci inclut les modeles 320C et 330C (“C” = LEDs tricouleur, R& LEDs rouge).
4 Ceci inclut les modeles 4080C, 4120C, 4120R, 4160C, 4160R, 4200C, 4200R, 4240C, et 4240R (“C” = LEDs tricouleur, RG LEDs rouge).
5 Ceci inclut les modeles 7080C, 7120C, 7160C, et 7200C (“C” = LEDs tricouleur, RG LEDS rouge).
6 Ce modele peut uniquement afficher les mises a jour de I'heure du logiciel d'edition de messages. Ce modele ne peut afficher des messages ni graphiques.
7 Ce modele contient des LEDS RVB (rouge, vert, bleu) capable d'afficher 16 million de couleurs.
8 Haut de 7 caracteres seulement
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Polices et couleurs disponibles sur les afficheurs
Tableau 68: Polices et couleurs disponibles sur les afficheurs
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1 Les modeles d'afficheurs se terminant en “C”, el que le 4120C, ont des capacites de couleur. Les modeles dafficheurs se terminanten “R”,
tel que le 4120R, affichent uniquement en rouge. 2 Ceci inclut les modeles 215R et 215C (“C” = LEDs tricouleur, “R” = LEDs rouge).

3 Ceci inclut les modeles 320C et 330C (“C” = LEDs tricouleur, “R” = LEDs rouge).

4 Ceci inclut les modeles 4080C, 4120C, 4120R, 4160C, 4160R, 4200C, 4200R, 4240C, et 4240R (“C” = LEDs tricouleur, “R” =LEDs rouge.)

5 Ceciinclut les modeles 7080C, 7120C, 7160C, et 7200C (“C” = LEDs tricouleur, "R"= LEDs rouge.)
6 Ce modele peut uniquement afficher les mises a jour de I'neure depuis le logiciel d'edition de messages. Ne peut afficher textes et graphiges.
7 Ce modele comporte des LEDs RVB ( rouge, vert et bleu) capable d'afficher plus de 16 million de couleurs.
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Options d*affichage disponibles sur les afficheurs
Tableau 69: Options d'affichage disponibles sur les afficheurs
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L Un graphique, gif, ou flick doit etre concu pour la resolution du modele. Ex: le modele 4120C a une resolution de 120 colonnes par 16 lignes.
Donc, pour qu'une image puisse rentrer sur le modele 4120C, elle ne doit pas etre plus grande que 120 x 16 pixels en taille.

2 Ceci inclut les modeles 215R et 215C (“C” = LEDs tricouleur, “R” = LEDs rouge).

3 Ceci inclut les modeles 320C et 330C (“C” = LEDs tricouleur “R” = LEDS rouge).

4 Ceci inclut les modeles 4080C, 4120C, 4120R, 4160C, 4160R, 4200C, 4200R, 4240C, et 4240R (“C” = LEDS tricouleur, “R” = LEDs rouge).
5 Ceci inclut les modeles 7080C, 7120C, 7160C, et 7200C (“C” = LEDs tricouleur, “R” = LEDs rouge).

6 Ce modele peut uniquement afficher les mises a jour de I'heure depuis le logiciel d'edition de messages. Ne peut afficher textes et graphiges.
7 Ce modele comporte des LEDs RVB ( rouge, vert et bleu) capable d'afficher plus de 16 million de couleurs.

Options d'affichage sur les afficheurs




	ProtocolCommunicationAlpha.pdf
	1.0 Contents
	2.0 Introduction
	3.0 Document information
	3.1 Revision history
	3.2 Document conventions

	4.0 Protocol overview
	4.1 Displaying text
	4.1.1 TEXT files
	4.1.2 STRING files

	4.2 Displaying graphics
	4.2.1 SMALL DOTS PICTURE files
	4.2.2 LARGE DOTS PICTURE (also called “ALPHAVISION DOTS PICTURE” or “FAR DOTS PICTURE”) files
	4.2.3 RGB DOTS PICTURE files

	4.3 Special functions
	4.4 Protocol version comparison

	5.0 Transmission packet formats
	5.1 Standard transmission packet (“1-byte” or “^A”) format
	5.1.1 Checksum format
	5.1.2 Nesting with Checksums format
	5.1.3 Nesting without Checksums format

	5.2 ASCII Printable formats
	5.2.1 ASCII Printable “2-byte” code
	5.2.2 ASCII Printable “3-byte” code


	6.0 Command Codes
	6.1 TEXT file commands
	6.1.1 Write TEXT file Command Code - “A” (41H)
	6.1.2 Read TEXT file Command Code - “B” (42H)
	6.1.3 Priority TEXT files

	6.2 SPECIAL FUNCTION commands
	6.2.1 Write SPECIAL FUNCTION Command Code - “E” (45H)
	6.2.2 Read SPECIAL FUNCTION Command Code - “F” (46H)

	6.3 STRING file commands
	6.3.1 Write STRING file Command Code - “G” (47H)
	6.3.2 Read STRING file Command Code - “H” (48H)

	6.4 SMALL DOTS PICTURE file commands
	6.4.1 Write SMALL DOTS PICTURE file Command Code - “I” (49H)
	6.4.2 Read SMALL DOTS PICTURE file Command Code - “J” (4AH)

	6.5 LARGE DOTS PICTURE file commands
	6.5.1 Write LARGE DOTS PICTURE file Command Code - “M” (4DH)
	6.5.2 Read LARGE DOTS PICTURE file Command Code - “N” (4EH)

	6.6 RGB DOTS PICTURE file commands
	6.6.1 Write RGB DOTS PICTURE file Command Code - “K” (4BH)
	6.6.2 Read RGB DOTS PICTURE file Command Code - “L” (4CH)
	6.6.3 RGB color chart

	6.7 ALPHAVISION BULLETIN MESSAGE file commands
	6.7.1 Write ALPHAVISION BULLETIN MESSAGE file Command Code - “O” (4FH)
	6.7.2 Stop ALPHAVISION BULLETIN MESSAGE file Command Code - “OT” (4F + 54H)


	7.0 Appendixes
	7.1 Appendix A: Valid File Labels
	7.2 Appendix B: Valid Start and Stop times
	7.3 Appendix C: Counter information
	7.3.1 Displaying Counter values
	7.3.2 Setting up Counters

	7.4 Appendix D: STRING file notes
	7.4.1 Advantages of using STRING files
	7.4.2 Using STRING files example

	7.5 Appendix E: Sample programs
	7.5.1 Sample C program
	7.5.2 Sample BASIC program

	7.6 Appendix F: Protocol examples
	7.6.1 Standard transmission packet examples
	7.6.2 Transmission packet with Checksum example
	7.6.3 Nesting with checksums transmission packet example
	7.6.4 Nesting without Checksum transmission packet example
	7.6.5 Multiple Type Codes / Sign Addresses example
	7.6.6 TEXT file examples
	7.6.7 Priority TEXT file examples
	7.6.8 SPECIAL FUNCTION examples
	7.6.9 STRING file examples
	7.6.10 DOTS PICTURE file examples
	7.6.11 Displaying text at XY position examples

	7.7 Appendix G: Alpha protocol ASCII table
	7.7.1 Standard character set (00 -7FH)
	7.7.2 Extended character set (80 - C1H)

	7.8 Appendix H: ISO ASCII table
	7.9 Appendix I: Modes, fonts, colors, and display options available on signs
	7.9.1 Standard Modes
	7.9.2 Special Modes
	7.9.3 Special Graphics
	7.9.4 Modes available on signs
	Sans titre
	Sans titre
	7.9.5 Fonts and colors available on signs
	7.9.6 Display options available on signs

	7.10 Appendix J: Position rules for signs
	7.10.1 Sign classes
	7.10.2 Position classes
	7.10.3 Position rule examples

	7.11 Appendix K: Alpha 2.0 protocol additions
	7.11.1 Speed control
	7.11.2 Sound control (AlphaPremiere 9000 only)
	7.11.3 Set Run File Time
	7.11.4 Custom character sets
	7.11.5 Automode table
	7.11.6 Set Timeout Message
	7.11.7 Dimming Control Register
	7.11.8 Enable/Disable ACK/NAK response
	7.11.9 Temperature Logging
	7.11.10 Read External Temperature command
	7.11.11 Read Internal Temperature command
	7.11.12 Set Unit commands
	7.11.13 Read Dim Times command

	7.12 Appendix L: Alpha 3.0 protocol additions
	7.13 Appendix M: Font character sets
	7.13.1 5-High Regular (SS5)
	7.13.2 7-High Regular (SS7)
	7.13.3 7-High Fancy (SF7)
	7.13.4 7-High True Descender Regular
	7.13.5 7-High True Descender Fancy
	7.13.6 7-High Fat Character
	7.13.7 8-High Regular (SS8)
	7.13.8 8-High Fancy (SF8)
	7.13.9 10-High Fancy (SF10)
	7.13.10 10-High True Descender Fancy
	7.13.11 15-High Regular (SS15)
	7.13.12 15-High Fancy (SF15)
	7.13.13 15-High True Descender Regular
	7.13.14 15-High True Descender Fancy
	7.13.15 15-High Fat Character
	7.13.16 16-High Regular (SS16)
	7.13.17 16-High Fancy (SF16)
	7.13.18 16-High Fat Character


	Sans titre


